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DESCRIPTION MATERTAL MAT. LOCATION
NOTES: (UNLESS OTHERWISE SPECIFIED) LA ST oT B
| THIS S A CRYOGENIC VACUUM COMPONENT .
2 . WELDING PROCEDURE: PER VENDOR SPECIFICATION WITH LBNL APPROVAL . Q) 4
3. CLEANING PROCEDURE PER VENDOR SPECIFICATION WITH LBNL APPROVAL .
4 PACKAGING AND STORAGE PROCEDURE OF THE COMPONENTS: Q
PER VENDOR SPCIFICATION WITH LBNL APPROVAL.
5. DIMENSTONS AND TOLERANCING PER ANSI Y14 .5M-1982.
UNITTS ARE IN [INCHES [mml] UNLESS OTHERWISE SPECIFIED. Q)
o . USE OF SULFUR OR SILICONE BEARING OILS, LUBRICANTS,
OR COOLANTS ARE STRICTLY PROHIBITED. Q
1. USE OF RESIN OR RUBBER BONDED ABRASIVES UNDER POWER g
'S STRICTLY PROHIBITED. JUSE VITREOQUS BONDED ABRASIVES
ONLY .
3. VENDOR SUGGESTED CHANGES TO WELD PREPS; SUBECT TO 3
LBNL APPROVAL.
9. VENDOR SUGGESTED CHANGES TO TOLERANCES TO FACILITATE .
FABRICATION OR ASSEMBLY; SUBECT TO LBNL APPROVAL. — %gg] = 4X 45 X 125 [3.18]
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| VPNLESS OTHERWISE SPECIFIED ACCTSHOP ORDERS DiAgTRE - ERNEST ORLANDO LAWRENCE /Q\I
SXXE 0T |FRAC & 1164 |y w15 - BERKELEY NATIONAL LABORATORY ﬂ
L ) =X 0,03 | Angles &= 1.00° | g - UNTVERSITY OF CALIFORNIA - BERREIE?\\\_ 1
S | XXX £ 0,000 | FINISH 18/7) | Tagatr - LHC IR FEEDBOX
‘ DO NOT SCALE PRINT |y TA6 CRYOGENICS
THREADS ARE CLASS 2 PROaECT N /A CLAMP COVER 4" g
THIRD ANGLE PROJECTION CHAWFER ENDS OF ALL SCREW TREADS 30° PROJECT /s MICROF 1LHED: WG TYPE SHOW ON | scpre. |/ | DO NOT 12
CUT ROUND, 1.5 THREAD RELIEF ON MACHINED THREADS WGAE T PART B . SLALE PRINTS j}
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